
PERMA•CRETE® Surface Overlay System - Pool Interior
A Surface Overlay System for Swimming Pool Interiors

Manufacturer�s Speci�cations
PART I - GENERAL

1.01 SUMMARY
This document contains the Manufacturer’s requirements for the proper design, use, and installation of the PermaCrete Surface 
Overlay System : Pool Interior.  The PermaCrete surface coating consists of PermaCrete Matrix Mix, a high early-strength concrete 
compound with specially- blended additives; Bonding Additive, a high-solids acrylic polymer; Matrix Colorant (if desired), a liquid 
dispersion colorant; PermaPrime E-Coat, a two-component epoxy primer; PermaThane CRU-750, a two-component urethane.

1.02 REFERENCES / PERFORMACE
`	
Per AC 39, “Acceptance Criteria for Walking Decks” 
	 1.	 ASTM D570  . . . . . . . . . . . . . . . . . .                  Water Absorption
	 2.	 ASTM D2299  . . . . . . . . . . . . . . . . .                 Chemical Resistance
	 3.	 AC 39 . . . . . . . . . . . . . . . . . . . . . . . .                        Concentrated Load
	 4.	 ASTM C348 . . . . . . . . . . . . . . . . . . .                   Flexural Strength
	 5.	 ASTM C190 . . . . . . . . . . . . . . . . . . .                   Tensile Strength
	 6.	 ASTM C882 . . . . . . . . . . . . . . . . . . .                   Shear Bond Adhesion
	 7.	 ASTM C994 . . . . . . . . . . . . . . . . . . .                   Abrasion Resistance
	 8.	 ASTM G-21 . . . . . . . . . . . . . . . . . . .                   Mildew Resistance
	 9.	 ASTM C596 . . . . . . . . . . . . . . . . . . .                   Shrinkage

1.03 DEFINITIONS
A.	 Dealer: An authorized PermaCrete installer.
B.	 PermaCrete: Registered trademark for PermaCrete products.
C.	 Quality Systems, Inc.: Manufacturer of all PermaCrete products.
D.	 Substrate: The pool interior surface to which PermaCrete materials are applied.

1.04 DESCRIPTION
A.	 PermaCrete Surface Overlay System : Pool Interior. A cementitious coating consisting of a matrix mix, bonding 	
	 additive, epoxy primer, and chemical resistant urethane.
B.	 Design Requirements:

1. Acceptable surfaces for the PermaCrete Surface Overlay System include surfaces consisting of concrete, masonry, and
	 similar surfaces in suitable condition for application.  Contact Quality Systems, Inc. for  recommendations regarding other
 products, including machine-troweled concrete ýnishes, which may need additional surface preparation.
2. Any surface determined to be not structurally sound shall be corrected or removed before the application of the PermaCrete
	 Surface Overlay System begins. Remedial work to the surface shall be documented and approved by the Dealer before
	 application begins.
3. Form release agents, sealers, or surface treatments: Surface shall be clean and free of any type of form release agent,
	 petroleum based agents, or any coatings that may inhibit or prevent the proper adhesion of the PermaCrete Surface Overlay
	 System to the surface. Surface should be free from spalling, oxidized or UV damaged coatings, loose paint, sealers
	 or stains, or any other applied coating materials with doubtful adhesion. If any question as to the integrity of the
	 application surface exists, consult Quality Systems, Inc. for recommendations on testing or determining the surfaces
	 suitability for application.

C.	   Performance Requirements: At minimum, PermaCrete materials shall be tested as follows:
	   1.Water-Absorption Resistance: ASTM D570
	   2. Chemical Resistance: ASTM D2299
	   3. Concentrated Load: AC 39
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	   4. Tensile-Bond: ASTM C297
	   5. Freeze-Thaw Resistance: AC 219
	   6.  Salt Spray Resistance: ASTM B117
	   7. Water Resistance: ASTM D2247 and AATCC 127 per AC 38
	   8. Structural Performance: ASTM E330
	   9. Accelerated Weathering: ASTM G155
	 10. Ultraviolet Aging: AC 38
	 11. Accelerated Aging Cycling: AC 38

1.05 SUBMITTALS
A.	 Literature: Submit name of Surface Finish System company that is being used, and the literature on the exact products that are to 
	 be used. Submit with the literature of the product’s information including current MSDS sheets.
B.	 Samples: Prepare two 3’ x 3’ areas or suitable samples for review by the Architect. Do not proceed with Finish System until 
	 Architect approves the sample area. Leave one sample on jobsite, and one sample protected with the Architect.

1.06 QUALITY ASSURANCE
A.	 Manufacturer: All materials will be manufactured, sold and distributed by Quality Systems, Inc., 1101 Menzler Road, 
	 Nashville, TN 37210; Telephone 800-607-3762; Fax 615-834-1335; Website www.permacrete.com
B. Dealer: Only craftsmen who have a demonstrable skill in the work covered under this speciýcation shall be contracted. A ýrm 
 with a minimum of one (1) yearôs experience in the application of materials similar to those speciýed herein shall be used. 

1.07 DELIVERY, STORAGE, AND HANDLING
A.	 All materials shall be delivered in original, unopened containers. Upon arrival, all materials should be inspected for any 
	 possible shipping damages.
B. 	 All materials used on the project shall be stored in a place designated by the Owner or the Architect. Such storage place 
	 shall be kept neat, clean, dry and between 40°-90°F and all damage thereto or to its surroundings shall be made good by the 
	 Contractor.
C.	 All used waste or trash must be removed from the building or site location each night, and every precaution taken to avoid the 
 danger of ýre.
D.	 The Dealer shall protect surfaces and objects outside the building, as well as the grounds, lawns, shrubbery, and 
	 adjacent properties against damage. The Dealer shall hold himself responsible for damage to adjacent surroundings.
E.	 At completion of work, the Dealer shall remove from the premises all debris created by him; he shall remove all material
 splatters and leave his part of the work in a clean and ýnished condition.

1.08 PROJECT CONDITIONS
A.	 If applying below 50°F, check Manufacturer’s recommended procedure.
B.	 Dealer will need access to electric power and clean water at the installation area.

1.09 WARRANTY
A.	 Product Warranty: Quality Systems, Inc. (QSI) warrants to Dealer that the Products therefore shall be free from defects in 
	 material and workmanship for a period of one year from the date of shipment to Dealer, and QSI’s liability shall be limited
	 solely to the replacement of defective materials, as the case may be, which are proven to be defective upon QSI’s inspection. For 
	 further warranty details, please contact QSI.
B.	 Installation Warranty: Issued by the independent, installing Dealer to his retail customer and normally for a period of one (1) 
	 year. Additionally, a Dealer may, at his option, issue an extended warranty and / or an annual maintenance agreement. 
 PermaCrete products must be installed in accordance with the Manufacturerôs current, published speciýcations, product 
	 instructions, and installation procedures. Each installation is solely the responsibility of the Independent PermaCrete Dealer. 	
	 Please contact Quality Systems, Inc. for additional information.

1.10 Maintenance 
A. Liquid or powdered laundry detergents (with premixed bleach) in a normal solution of one cup detergent to ýve gallons of water.
B.	 For resealing or other maintenance, please contact the Dealer.

PART II - PRODUCT
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2.01 MANUFACTURER
	 All materials and components of the PermaCrete Surface Overlay System : Pool Interior, shall be purchased directly 
	 from Quality Systems, Inc. by the Dealer.

2.02 MATERIALS
A.	 Matrix Mix - Portland cement and  proprietary additives
B.	 Bonding Additive - Acrylic polymer resin
C.	 Primer - Two-part epoxy primer
D.	 Urethane - Two-part, chemical resistant urethane
2.03 COMPONENTS
Base Coat and Finishing Coats are created from the same components.
A.	 PermaCrete Matrix Mix 
	 1. Concrete compound with a blend of special cements and additives.
	 2. Bonds securely to properly prepared masonry and/or concrete surfaces.
 3. Used to create protective surface ýnish for masonry and/or concrete surfaces.
	 4. Non-shrinking.
	 5. Used in thicknesses of 1/8” to 3/4”. 
	 6. Mixed on site with PermaCrete Bonding Additive (wet).
	 7. Use PermaCrete Pool Interior Matrix Mix.
	 8. Pre-tinted Matrix Mix also available. Contact Quality Systems for details.
	 8. Design strength exceeds ASTM C-387 for High Early Strength Concrete.
B.	 PermaCrete Bonding Additive
 1. High-solids, water-soluble, acrylic polymer compound used speciýcally for modifying a Portland cement composition such 
		  as Matrix Mix.
	 2. Used to provide a superior bond to masonry and/or concrete surfaces.
	 3. Mixed with Matrix Mix on site. 
C.	 PermaPrime E-Coat
	 1. High-solids, two-component epoxy primer containing epoxy resins and cycloaliphatic amine curing agents.
	 2. Has Lo-Mod elasticity which allows variations in stress and temperature.
	 3. Provides lasting protection against industrial chemicals, mildew, solvents, alkali, acids and temperatures up to 300ºF.
D.	 PermaThane CRU-750
	 1. High-solids, two-component acrylic urethane containing a styrene-acrylic copolymer and aliphatic polyisocyanate.
	 2. Has unique elasticity which allows variations in stress and temperature
	 3. Provides lasting protection against industrial chemicals, mildew, solvents, alkali, acids and temperatures up to 550ºF, after full
		  cure.

PART III EXECUTION

3.01 EXAMINATION
	 Before installation of the PermaCrete Surface Overlay System : Pool Interior, the Dealer will ensure that the surface is 
	 in accordance with the guidelines listed in Section 1.04.B

3.02 SURFACE PREPARATION
A.	 If previous coatings of paint, glue or varnish, are present, they must be removed by shot blasting, electric disk grinder or an 
	 appropriate removal product such as Perma·Strip Remover (PERMA·CRETE®). If grease or oil are present, they must be 
	 removed with an appropriate removal product such as Orange Power Degreaser (PERMA·CRETE®).
B.	 Surface Cracks: 
	 1. Determine cause of cracks (shifting surface, lack of expansion joints, surface material failure, substrate deterioration, etc). 

2. For cracks wider than 1/4”, wear protective goggles and saw-cut length of crack at least 1/2” deep to open and penetrate 
	 bottom of crack into slab to ensure crack repair material has proper bonding capability. 
3. For cracks up to 1/4” wide, wear protective goggles and saw-cut length of crack at least 3/4” deep to open and penetrate 
	 bottom of crack into slab to ensure crack repair material has proper bonding capability. 
4. If crack is wider than 3/8ò and through slab, ýll crack from bottom of slab to within 1ò of surface with Matrix mixture prior to 
 crack repair; if crack is 1/8ò to 3/8ò, ýll entire crack from top to bottom of slab with crack repair material such as PermaGel
	 Epoxy  (PERMA·CRETE®) and coarse sand. Allow mixture to harden.
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5. For aggregate surfaces, saw out cracks as described and completely ýll with crack repair material along with coarse sand, and 
	 then level aggregate surface with skim coat of Matrix mixture before proceeding.

C.	 Surface Cleaning:
1. On pool interiors that have a glass-like surface interiors, use a rub brick or electric hand grinder to lightly abraid the surface.
2. Use Blue Nitro Cleaner (PERMA•CRETE®) undiluted in a hand sprayer to thoroughly coat the surface. Scrub the surface
	 with a nylon bristle brush and pressure wash  (3,000 psi minimum) thoroughly. Note: This removes all build-up of suntan
	 lotions and body oils from the pool interior.
3. Use undiluted bleach with a hand sprayer to coat the surface and scrub thoroughly. Rinse the surface thoroughly. Note: This
	 removes all mildew from the pool interior.
4.Mix Muriatic acid using a 6:1 ratio (or stronger if needed). Apply to the entire pool interior and pressure wash thoroughly.
	 Note: This removes all water chemical residue from pool interior.
5. Spray the surface with TSP, or equivalent, to neutralize the Muriatic acid and rinse thoroughly.
	

3.03 INSTALLATION
A.	 Use plastic or paper to tape off any existing ceramic tile and the surrounding areas.
B. If uneven or low spots need to be parged, mix ýne silica Matrix Mix such as Pool Interior Matrix Mix (PERMAĀCRETEÈ) and 
	 Bonding Additive as recommended by manufacturer.
C.	 Use this mixture and hand-parge or level any low or rough pool interior surfaces; allow to dry and then smooth out with rub 
	 rock.
D. Mix more ýne silica Matrix Mix and Bonding Additive; add Matrix Colorant (if desired) and restir.
E.	 Use an air compressor with hopper gun attachment, or continuous Power Flo unit (PERMA·CRETE®). Set the compressor at 30
 psi and the hopper or gun nozzle at the next to smallest spray oriýce. 
F.	 Spray 2-3 separate, light applications of this mixture onto pool interior surface, similar in procedure to spray painting a surface.
G.	 Lightly hand-trowel surface with slick rubber, hand-trowel such as Custom Rubber Hand Float (PERMA·CRETE®) after each 
 application to achieve smooth, glass-like ýnish. Allow all applications to thoroughly dry. Ensure that surface is smooth and no 
	 burrs or peaks remain.
H.	 Apply one coat of two - component epoxy primer such as Perma·Prime E- coat (PERMA·CRETE®); 1-2 coats in desired color
	 of a two- component acrylic urethane containing a styrene- acrylic copolymer and aliphatic polyisocyanate such as Perma·Thane 
 CRU-750 (PERMAĀCRETEÈ); and, one ýnal clear coat of the same urethane.
I. Inspect surface carefully to ensure that ýnish is smooth and dry.
J. Wait 72 hours at 72ÜF before ýlling pool with water.
K.	 Fully cured after 7 days at 72ºF.
	
3.04 FIELD QUALITY CONTROL
A.	 Each installation is solely the responsibility of the Dealer.
B.	 Quality Systems, Inc. assumes no responsibility for on-site inspections or application of its products.

3.05 CLEANING
A.	 Surrounding areas that are not to be surfaced with Matrix Mix should be taped off and covered with plastic or paper. 
B.	 The Dealer shall protect surfaces and objects outside the building, as well as the grounds, lawns, shrubbery, and 
	 adjacent properties against damage. The Dealer shall hold himself responsible for damage to adjacent surroundings.
C.	 At completion of work, the Dealer shall remove from the premises all surplus materials and all debris created 
 by him; he shall remove all material splatters and leave his part of the work in a clean and ýnished condition.

3.06 PROTECTION
A.	 The PermaCrete Surface Overlay System : Pool Interior, shall be protected from damage and exposure to contaminants 
	 until fully cured.

DISCLAIMER
PERMAÅCRETEÈ products must be installed in accordance with the manufacturerôs current, published speciýcations, product instruc-
tions, and installation procedures. Each installation is solely the responsibility of the Independent PermaCrete Dealer. Please contact 
Quality Systems, Inc., for additional information.
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Quality Systems, Inc.
1101 Menzler Road
Nashville, TN 37210

(615) 331-9200
(800) 607-3762

www.permacrete.com


